
A D H E S I V E S  T H A T  O U T P E R F O R M

HIGH TEMP HEADLINING
SPRAY ADHESIVET65

is a high temperature headlining adhesive 
designed specifically for the Australian 
environment. With an efective bonding 
range between -16˚C and 120˚C this 
revolutionary new adhesive can handle 
anything this country can throw at it.

TENSORGRIP® T65



A D H E S I V E  S O L U T I O N S  T O  M A K E  Y O U R  J O B  E A S I E R ,  C L E A N E R  &  F A S T E R

is Manufactured in Australia by
 A D H E S I V E 

I N N O V A T O R S

63 Hincksman St | PO Box 6196 | Queanbeyan NSW 2620
1300 857 846 | www.tensorglobal.com | sales@quin-global.com.au

• Bonding Fabric & Leather to 
Timber

• Bonding Fabric & Leather to Metal
• Headlining
NOT SUITABLE FOR: Plasticised Vinyl.

Fast Tack 
High Heat Resistance 
Low Odour  
High Initial Strength
Soft Bond Line
Toluene Free
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KEY APPLICATIONS
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Open times and dry times may vary depending on weather 
conditions and humidity. Consult TDS for more information.

PROPERTIES

TEMPERATURE RATING

Aerosol
500 Ml

7M2

COVERAGE

120°C

Web Spray

Canister
22 Ltr
230M2

Jumbo
220 Ltr

2,300M2

COLOUR

Clear

C101

TACK OFF TIME

OPEN TIME

1-2 Minutes

ADHESIVE APPLICATION

Apply adhesive to 
both surfaces to be 
bonded.

TOOLS

CLEANER

Black Rubber 
Hose

Professional Spray 
Gun with 6501 Tip

1 Hour

Fabric

MDF Plastic


